Insulation Pins ARCUS 
Orice dimensiune se poate produce la cerere . 
INSULATION PIN

Material: copper covered steel, stainless steel 1.4301
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Use: assembling the insulation in the marine and land industry. Insulation pins are made of heat-sealable wire in diameters range Ø2mm to Ø5mm.

Availability: on request

Logistic minimum:

25mm – 50mm – 2000 pcs./package

60mm – 150mm – 1000 pcs./package

from 160mm – 500 pcs./package


MATERIAL: COPPER COVERED STEEL

	
	
	
	
	
	
	
	
	
	

	
	
	d1
	L
	d2≈
	h≈
	Weight (kg/100)
	Index
	
	

	
	2
	25
	6,0
	3,5
	0,062
	T-03-012025
	

	
	
	
	
	
	
	
	
	
	

	
	2
	30
	6,0
	3,5
	0,075
	T-03-012030
	

	
	
	
	
	
	
	
	
	
	

	
	2
	40
	6,0
	3,5
	0,100
	T-03-012040
	

	
	
	
	
	
	
	
	
	
	

	
	2
	50
	6,0
	3,5
	0,125
	T-03-012050
	

	
	
	
	
	
	
	
	
	
	

	
	2
	60
	6,0
	3,5
	0,150
	T-03-012060
	

	
	
	
	
	
	
	
	
	
	

	
	2
	65
	6,0
	3,5
	0,162
	T-03-012065
	

	
	
	
	
	
	
	
	
	
	

	
	2
	70
	6,0
	3,5
	0,175
	T-03-012070
	

	
	
	
	
	
	
	
	
	
	

	
	2
	80
	6,0
	3,5
	0,200
	T-03-012080
	

	
	
	
	
	
	
	
	
	
	

	
	2
	85
	6,0
	3,5
	0,213
	T-03-012085
	

	
	
	
	
	
	
	
	
	
	

	
	2
	90
	6,0
	3,5
	0,225
	T-03-012090
	

	
	
	
	
	
	
	
	
	
	

	
	2
	100
	6,0
	3,5
	0,250
	T-03-012100
	

	
	
	
	
	
	
	
	
	
	

	
	2
	110
	6,0
	3,5
	0,275
	T-03-012110
	

	
	
	
	
	
	
	
	
	
	

	
	2
	120
	6,0
	3,5
	0,300
	T-03-012120
	

	
	
	
	
	
	
	
	
	
	

	
	2
	130
	6,0
	3,5
	0,325
	T-03-012130
	

	
	
	
	
	
	
	
	
	
	

	
	2
	140
	6,0
	3,5
	0,350
	T-03-012140
	

	
	
	
	
	
	
	
	
	
	

	
	2
	160
	6,0
	3,5
	0,401
	T-03-012160
	

	
	
	
	
	
	
	
	
	
	

	
	2
	200
	6,0
	3,5
	0,501
	T-03-012200
	

	
	
	
	
	
	
	
	
	
	

	
	3
	25
	6,0
	3,5
	0,148
	T-03-013025
	

	
	
	
	
	
	
	
	
	
	

	
	3
	30
	6,0
	3,5
	0,174
	T-03-013030
	

	
	
	
	
	
	
	
	
	
	

	
	3
	40
	6,0
	3,5
	0,234
	T-03-013040
	

	
	
	
	
	
	
	
	
	
	

	
	3
	50
	6,0
	3,5
	0,286
	T-03-013050
	

	
	
	
	
	
	
	
	
	
	

	
	3
	60
	6,0
	3,5
	0,340
	T-03-013060
	

	
	
	
	
	
	
	
	
	
	

	
	3
	65
	6,0
	3,5
	0,366
	T-03-013065
	

	
	
	
	
	
	
	
	
	
	

	
	3
	70
	6,0
	3,5
	0,398
	T-03-013070
	

	
	
	
	
	
	
	
	
	
	

	
	3
	80
	6,0
	3,5
	0,454
	T-03-013080
	

	
	
	
	
	
	
	
	
	
	

	
	3
	85
	6,0
	3,5
	0,480
	T-03-013085
	

	
	
	
	
	
	
	
	
	
	

	
	3
	90
	6,0
	3,5
	0,506
	T-03-013090
	

	
	
	
	
	
	
	
	
	
	

	
	3
	100
	6,0
	3,5
	0,564
	T-03-013100
	

	
	
	
	
	
	
	
	
	
	

	
	3
	110
	6,0
	3,5
	0,620
	T-03-013110
	

	
	
	
	
	
	
	
	
	
	

	
	3
	120
	6,0
	3,5
	0,673
	T-03-013120
	

	
	
	
	
	
	
	
	
	
	

	
	3
	130
	6,0
	3,5
	0,735
	T-03-013130
	

	
	
	
	
	
	
	
	
	
	

	
	3
	140
	6,0
	3,5
	0,784
	T-03-013140
	

	
	
	
	
	
	
	
	
	
	

	
	3
	160
	6,0
	3,5
	0,892
	T-03-013160
	

	
	
	
	
	
	
	
	
	
	

	
	3
	200
	6,0
	3,5
	1,108
	T-03-013200
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	





